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BDM-250 Micro Inverter
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BDM-250 Spec
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G83/2UK

AS/NZS 3100:2009+A1:2010; AS 4777.2:2005; 
AS 4777.3:2005; IEC 62109-1:2010; IEC 62109-2:2011

Australia

IEC 61727Asia, Middle East, Africa

IEC 62109-1:2010, EN62109-1:2010, IEC 62109-2:2011,
EN 62109-2:2011, DIN V VDE V0126-1-1/ A1:2012, 
VDE-AR-N 4105:2011-08, DIN V VDE V0124-100:2012-07
EN 50438, C10/11

Europe

UL 1741-2nd Ed. Rev. January 28, 2010
CSA C22.2 No. 107.1-01 rev. September 2006

North America

StandardsRegion

EN 61000
FCC part 15

EMC

Global Standards Compliance
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CE for Europe

C‐tick certificate for Australia

SAA certificate for Australia

ETL certificate for US

Gateway2

Denmark certificate

CEC efficiency: 95% (US)

C‐tick for Australia

SAA for Australia

G83 certificate for United Kingdom

Europe CE certificate

German VDE‐0126 certificate

German VDE‐4105 certificate

German TUV certificate

CSA certificate

UL1741 certified by ETL

Micro‐inverter
BDM‐250

1

CertificateProductNo.

Micro-inverter: Certificate List
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Gateway2

Greek

Spain

Finland

Norway

Czech

Portugal

Holland

Belgium

Italy

France

Micro‐inverter
BDM‐250

1

CertificateProductNo.

Micro-inverter: Certificate List
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Certifications for micro inverter
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Certifications for Gateway
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Micro-inverter: Installation in the US
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http://www.gosolarcalifornia.ca.gov/equipment/inverter_tests/summaries/Northern%20Electric%20BDM-250-240A.pdf

CEC Certified Efficiency: 95%
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(negligible)

iTHD=1.39%

Extremely Low DC Component and iTHD
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Power Factor

High Power Factor
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MPPT efficiency = 99.88%

High MPPT Tracking Accuracy
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Disconnect time
122.4 ms

Anti-islanding Function



NEP 15

北电能源北电能源
Northern ElectricNorthern Electric

• Ambient temperature cycled from -20 to 80 degrees for 200 cycles in a 
chamber

• BDM-250 running on full power 
• Test last for 3 month
• BDM-250 temperature protection circuit protects at a harmful temperature, 

and restarts at a lower temperature

TC200 Testing



NEP 16

北电能源北电能源
Northern ElectricNorthern Electric

• Features
– Touch screen with LCD energy 

output display
– Support USB, Ethernet interface
– Built-in web server
– Support remote web server and 

database
– UL60950 certified, FCC complied

BDG-256 Gateway



NEP 17

北电能源北电能源
Northern ElectricNorthern Electric

BDG-256 Gateway
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• Touch screen provide user friendly interface

BDG-256 Gateway
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• Built-in web server provides flexible web based monitoring
– On PC or any smart mobile devices

BDG-256 Gateway
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Thanks for your 
attention!

Northern Electric & Power Corporation
Tel: +86 532-8796-3900

+86 151-9261-9191
+1 (213)785-1138


